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INDICATOR STATUS

INPUT PWR LED turns green when the Universal Input has been connected and power is applied.
LINE LED turns green when the Lines have been connected and power is applied (input power is also
required).

COMPACT FUSION:

B 3 & 4-ZONE SINGLE PHASE I

QUICK INSTALL GUIDE

1. Install the controller in desired location with appropriate clearance as shown in the Panel Layout
section.
2. Make connections as shown in the Wiring WARNING: Disconnect all high
Diagram section. voltage before attempting to wire.
a. Line Wire in accordance with local codes.
b. Load

Standard Modbus RTU Modbus TCP DeviceNet c. Ref

(RS 485) (Ethernet) d. Ground
EtherNet/IP e. Universal Input Power (100-240 Vac)

PROEINET 3. Make communication connections as shown in the Connectors section.
TROUBLESHOOTING a. Command Connector

b. Relay Connector (Optional)
c. Auxiliary I/0O Connector (Optional)
4. Apply Power

STATUS LED turns green when the controller is in a run state. If the LED is flashing orange, the
controller has a Warning Alarm. If the LED is red, there is an Inhibit Alarm. Note: The LED will be off if
there are no alarms but the controller is not in a “Run” state.
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Warning Alarm
The controller will typically operate depending on the alarm.

STATUS LED is flashing ORANGE a. Universal Input Power (100 - 240 Vac)
An example of this is CURRENT LIMIT or VOLTAGE LIMIT. . Line (24 - 600 Vac) o _ |
5. Place the controller in Run mode via pin 9 as shown in the Connectors section.
The display will show: [EEANGGNINPNFLIVE 6. Check LEDs and Display as shown in the Indicators Status section.
VOLTAGE LIMIT a. INPUT PWR - green when control power present

b. LINE - green when input power and line power present

c. STATUS - green when operating

Inhibit Alarm d. Display - AI_arms will d_isplay if p_resent and status LED will be red or flashing orange
7. Apply command signal to adjust setpoint / output

This warning will not let the controller exceed the preset limit.

The controller will shut down with an alarm present.

STATUS LED is RED _ : o .
An example of this is AC LINE SYNC PLL. If alarms are present, check connections and controller settings. This guide has minimal

troubleshooting procedures. Please check the user manual troubleshooting section for more
The display will show: [EESENEICILEUI
P2y AC LINE SYNC PLL

information.
This warning says that line voltage is not present or too low for the controller to operate CONTACT |N FORMATION
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PANEL LAYOUT Dimensions: KEYPAD INTERFACE
Inches [mm]
SEEESBEESBEEEEIEEEE |1 sz

~
> RS Use the o and ° buttons to navigate between parameters.
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L R0.141 J . . . .
~ ; ; [3.58] n On user-adjustable parameters a dot will precede Current Limit
r-{ M6/GROUND STUD } @ Reepout Area tion e M the parameter. (As shown with Current Limit.) 140.0
: | | 0.50 [12.7]
i |P3 ! ! ) . . . . .
: | | Recommended mounting: To edit the value press [V The dot will cr;]ange (OB - Current Limit 1400
L. | | ) an arrow as shown. :
14.03 i i R0.313 Mom:nt"1 0-50 ATp | Examples of Adjustable +
[356.4] § § [8.0] cor} rotier (t)r? (;/.er :ca iaht Parameters: and will adjust values up or down. When the desired value is
13.78 | | surtace with dispiay upright. Current Limit reached, press the green button to accept.
[350] | | - .
1348 | | All other controllers may be Digital Setpoint
- = | | . .
[342.4] | 1 ‘ mounted vertically (display Feedback type
' | | . . . .
' by i i upright) or horizontally. (See full list in User Manual)
Use 1/4 - 20 or M6 bolts with
: Air FI
L P2 rrow flat and lock washer. CONNECTORS
- i i N
{ @0.281 [7'1{] (2x) $ FrRAME LINE & LOAD WIRE ACCEPTANCE
* ~ $ SIZE LUGS (AWG)
o — n $
; - 3 ; 10-80A |Slotted Screw [ 14-2
024 WBiZ] B R tnen 100100 A]5/1 ex D o[ o -z50 N Command Connector
4_1d§5f1[8;1>,:g}>(“ —t Line B A: Connection A places the e TAL
7.73[196.3] 5‘ ACIN ACI/L Line C RECOMMENDED TIGHTENING TORQUE controller in Run mode* - 8 ANALOG/DIGI
9.61 [244'1] S§ | PEGND FOR LINE / LOAD CONNECTORS 7 COM
| S — Neutral WS S oD 6 COM m
‘@ ﬂ /\ IRE SIZE (AWG) CREW ex Drive 5()IN2 3
I 14 -10 35IN-LBs 75 IN-LBS 4(+)IN2 z
WI R I N G D IAG RAM . ) 100:240 RotA ; sl 8 40 N-LBS 75 IN-LBS 2 () ':}‘\111
éuxmary I/O(O10 Pin | E i 6-4 45 N-LBs 110 N-LBS 1 Er+5) Vde POT
onnector (Optional - ¢ 21 50 150
Ground must be connected for i 2 mase mBe
proper operation See Manual) p 22 1/0 - 2/0 50 IN-LBS 180 IN-LBS 2
3/0 - 4/0 - 250 N-LBS Relav Connector z
250 mcm - 325 IN-LBs 2
See manual for recommended Depicts a labeled relay connector. 5
fusing. g RECOMMENDED TIGHTENING TORQUE No connections required.
X bl or 4 P1: Command § FOR UNIVERSAL INPUT 100-240 VAC, 50/60 Hz
Ines In Dlue are 10r 4-zone Connector H WIRe SizE (AwG) ToraUE
. s For Auxiliary I/0O Connector see manual.
controllers Figure 1 & 2 |i H[][][] 12 -18ca 5.0 IN-LBS y
b Relay C , R TTTT RECOMMENDED TIGHTENING TORQUE % *Run/Reset has open or closed logic to place the controller
i -ne gy onnector | o e FOR GREEN CONNECTORS: in Run mode. The default value is closed. This correlates
'gure oad Wire Size (awc) Toraue to connection B in Figure 1. With closed logic selected
Load A B C Load D 12-26ca 5.0 IN-Les connection B must be connected to place the controller in run
mode. Similarly, with open logic selected, remove
connection B to place the controller in run mode.
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