INDICATOR STATUS

INPUT PWR LED turns green when the Universal Input has been connected and power is applied.

LINE LED turns green when the Lines have been connected and power is applied (input power is also

required).

STATUS LED turns green when the controller is in a run state. If the LED is flashing orange, the

controller has a Warning Alarm. If the LED is red, there is an Inhibit Alarm. Note: The LED will be off if

there are no alarms but the controller is not in a “Run” state.
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Standard Modbus RTU Modbus TCP DeviceNet
(RS 485) (Ethernet)
EtherNet/IP

TROUBLESHOOTING PROFINET

Warning Alarm
The controller will typically operate depending on the alarm.

STATUS LED is flashing ORANGE
An example of this is CURRENT LIMIT or VOLTAGE LIMIT.

The display will show: [EERIZENNINERIRLITY
VOLTAGE LIMIT

This warning will not let the controller exceed the preset limit.

Inhibit Alarm

The controller will shut down with an alarm present.
STATUS LED is RED

An example of this is AC LINE SYNC PLL.

The display will show: [IERNEICRA UM
Py ACLINE SYNC PLL
This warning says that line voltage is not present or too low for the controller to operate

If alarms are present, check connections and controller settings. This guide has minimal
troubleshooting procedures, check the user manual troubleshooting section for more information.
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OPERATING SEQUENCE

LN CONTROL

Visit our website to download the latest
Control Panel Software and User Manuals at:

CCIPOWER.COM/CUSTOMER-SUPPORT
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SCR POWER
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BN THREE PHASE 500 - 1200 AMP

QUICK INSTALL GUIDE

1. Install the controller in desired location with appropriate clearance as shown in the Panel Layout
section.
2. Make connections as shown in the Wiring
Diagram section.

a. Line Wire in accordance with local codes.

b. Load

c. Ref

d. Ground

e. Universal Input Power (100-240 Vac)
3. Make communication connections as shown in the Connectors section.

a. Command Connector

b. Relay Connector (Optional)

c. Auxiliary I/0O Connector (Optional)
4. Apply Power

a. Universal Input Power (100 - 240 Vac)

b. Line (24 - 600 Vac)
5. Place the controller in Run mode via pin 9 as shown in the Connectors section.
6. Check LEDs and Display as shown in the Indicators Status section.

a. INPUT PWR - green when control power present

b. LINE - green when input power and line power present

c. STATUS - green when operating

d. Display - Alarms will display if present and status LED will be red or flashing orange
7. Apply command signal to adjust setpoint / output

WARNING: Disconnect all high
voltage before attempting to wire.

If alarms are present, check connections and controller settings. This guide has minimal
troubleshooting procedures. Please check the user manual troubleshooting section for more

information.
CONTACT INFORMATION

CONTROL
CONCEPTS

TEL: (952) 474-6200 | (800) 765-2799
FAX: (952) 474-6070 | www.ccipower.com
8077 Century Blvd, Chanhassen, MN 55317, USA
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KEYPAD INTERFACE

e
|

FUSION

Examples of Adjustable

Parameters:
Current Limit

Digital Setpoint

Feedback type

Use the o and ° buttons to navigate between parameters.

On user-adjustable parameters a dot will precede
the parameter. (As shown with Current Limit.)

To edit the value press |V The dot will change to

(See full list in User Manual)

CONNECTORS

FrRAaME LINE LUGS WIRE ACCEPTANCE
SIZE (AWG)
500-1200A |3/8 Hex Drive [10]| (2) 1/0 - 250 MCM

(1) 350 - 750 MCM

PANEL LAYOUT Dimensions:
Inches [mm)]
-1
1.67 [42.4]
g} 77777? 777777 $ 7777777777777 $ 7777777777777 é\ R0.172
i i | | 4.4
1 M8 GROUND STUD 1 1 (441
- : : : 0.55 [14.0]
- ea | i i
=N 1 1 1
\ \ \ \
‘ ‘ ‘ ‘ RO.4 i
20.49 \ \ \ \ Air Flow
[620.5] 1 1 | | [10.2]

2019 1 | 1 ! !

512.8]] ! P1% : : : Keepout Area
19.94 | | | | | For Air Circuilation
[506.5] 7=1 | i i i -

i Pi‘ | | | Recommended mounting: Mount 10 - 50
1 i i i Amp controller on vertical surface with
| | | | display upright.
\ \ \ \
i i i i All other controllers may be mounted
| | | | vertically (display upright) or horizontally.
\ \ \ \
| 90344 [8.7](4x) | | Use 1/4 - 20 or M6 bolts with flat and
P e e — ———————— ———————— 5 lock washer.
T ] —T
0.39 2.23
98 [24.9] 0
4.00 [101.6] «
7.88 [200.2] =
14.79 [375.7] o
21.69 [550.9] ot
23.03 [585.0] .
\\\\\\\\\\\\\\\\ ACI/N AC/L J\/_ Line A
\\\\\\\\\\\\\‘\\ PEGND /\,—Line B
——<\—Line C
Fuses
WIRING DIAGRAM o

Ground must be connected for proper

operation.

See manual for recommended fusing
and for Inside Delta and 4-Wire Wye

wiring

Rev 3.00

Www.ccipower.com

P3: Auxiliary /0 |3
10 Pin Connector(g
(Optional - See
Manual)

P1: Command
Connector
Figure 1 & 2

Pooeoeeee02d)

P2: Relay
Connector
Figure 3

Delta or 3-Wire Wye

1-800-765-2799

Load A

Load C

© Control Concepts Inc., 2021

FOR LINE CONNECTOR

RECOMMENDED TIGHTENING TORQUE

WIRe Size (awG) ScREW Hex DrivE
500 - 750 mcm - 611 IN-LBS
RECOMMENDED TIGHTENING TORQUE
FOR UNIVERSAL INPUT 100-240 VAC, 50/60 Hz
WIRE SizE (AWG) TORQUE
12-18caA 5.0 IN-LBS
RECOMMENDED TIGHTENING TORQUE 4 :
FOR GREEN CONNECTORS: %
WIRE Size (awG) ToRQUE
12 -266A 5.0 IN-LBS

For Auxiliary I/0O Connector see manual.

an arrow as shown.

Command Connector

Depicts SP1 with 4/20 mA and SP2
with 0/5 Vdc command.

A: Connection A sets the
controller for a digital setpoint
B: Connection B places the
controller in Run mode*

9PA S/0
+ -

YW 0c/y

Command Connector

Demonstrates how to set up a
POT input into SP1 and SP2. o
B: Connection B places the

« Current Limit
140.0

< Current Limit
140.0

and = will adjust values up or down. When the desired value is
reached, press the green button to accept.

controller in Run mode* Cccw
C: Co_nnectlon C selects - 8
setpoint 2 as the analog O =
command. a N

Relay Connector

Depicts a labeled relay connector.
No connections required.

11 SYNC GUARD

10 SP1/SP2
9 RUN/RESET

8 ANALOG/DIGITAL

7COM

6 COM
5()IN2
4(+)IN2
3()IN1

2 (+)IN 1

1 +5 Vdc POT

1NIOd13S

12 SYNC GUARD COM

11 SYNC GUARD

10 SP1/SP2
9 RUN/RESET

8 ANALOG/DIGITAL

7 COM

6 COM
5(-)IN2
4(+)IN2
3(-)IN1
2(+)IN1

1 +5 Vdc POT

1NIOd13S

L AV13Y | 2 AV13Y

*Run/Reset has open or closed logic to place the controller in Run mode. The default value is closed. This correlates to

connection B in Figure 1. With closed logic selected connection B must be connected to place the controller in run mode.

Similarly, with open logic selected, remove connection B to place the controller in run mode.
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